HK SAB 20 M 330 N

BNOK 3aluUTbI U 6HOKMpOBKM C PY4YHbBIM c6poc0M

HarpyskKku

XapaKTepucTUKu
Pabouyee paBneHue
Mopenb

JonoNHUTENbHbIA NPU3HaK

Makc. 350 bap
npenoxpaHUTeNbHbIN KnanaH

¢ ponyckom TUV

HANSAFFLEX

O6HoBneHo: 04.10.24

MaTepuan YnnoTtHeHune: BHK
CoepuHeHne 0N aKKyMyasTopa AaBneHus
M33x2
Undpopmauusa o npoaykre
pMakc. 330 bar D 71 mm
T 3/4" M1 1/2"
C 39 mm B 120 mm
F1 90 mm M2 1/4"
1" G 184 mm
A 98 mm F 73 mm
71 mm E 25 mm

YKaszaHusa
npenoxpaHNTeNbHbIN KNanaH uMeeT (PUKCUPOBAHHbLIE HACTPOMKK, NPU YCTAaHOBKE Ha COOTBETCTBYIOWMNA MNMAPOaKKYMyISTOp Heobxoammo

Y4YUTbIBaTb MaKC. gasneHue!

Onucanme

The Safety Unit serves as a device for the protection, shut off and discharge of hydro accumulators. It is designed according to PED 2014/68/EU,
article 3 paragraph 3, manufactured and considered to the European safety regulations for the operation of hydraulic accumulators. The discharge
of the accumulator is manually by a ball valve or a relief valve.BA3KoCTb XXUAKOCTEN [O/KHA HAaXOANTLCA B C/ieAylolLeM Anana3oHe: MUH. 10

MM2/c, Makc. 380 Mm2/c

HecmoTpsa Ha TwaTeslbHY0 NPOBEPKY, Mbl HE MOXET UCKIIYUTL OWNOKK, NO3TOMY 1
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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