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Unidirectional flow control valves, incoming air O6HosneHo: 04.11.24
restriction (»V«), quick-lock screw fitting

XapaKTepucTUKu
Pabouyee paBneHue Makc. 10 6ap C
OGnactb TeMnepaTyp 0°Cto +70 °C .
MonbiA BUHT, NOBOPOTHbIA pbiyar, Nickel-plated brass
& Jd0 T
perysiupoBO4HbIA BUHT | 5 S
BHyTpeHHue peTanu Brass with a bare metal
surface I
YnnotHeHusa (HeoTaenmMmebie) Polyamide (glass fibre- )
reinforced)
DononHutenbHaa uHcdopMmauusa NBR Lippendichtung O-
Ring
Wndpopmauumsa o npoaykre
C 25 mm Pe3bba G1/8
Ansa wnaHra 8 mm /6 mm Sw 14 mm
Pe3bba G1/8 B 42.4 mm

YKaszaHus

Mpoymne faHHble TOJIbKO Mo 3anpocy.

OnucaHue
For fine regulation of a cylinder piston speed in the forward and return motion and precise control of flow rates. Designed as a banjo-type valve
with a hollow bolt and ring piece. Can be screwed directly onto the valve or cylinder. Compact type of construction, also ideal where space is

restricted. On the version with a knurled screw, the set volumetric flow rate can be locked with the hexagon nut to obtain a fixed setting.

JononHuTenbHasa uHpopmauua

NBR lip seal O-ring

HecMoTps Ha TWaTeNbHYI0 NPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNGKN, MO3TOMY 1
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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