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Filter regulators with metal bowl and pressure

gauge

XapaKTepucTUKu

BxopHoe paBneHue

Max. 16 bar (also for metal tank!)

HANSAFFLEX

06

HoBieHo: 04.09.24

TemnepaTtypa cpeabl Max. 60 °C o
TeMnepaTypa oKpy>xaioLien Max. 60 °C f%
cpenbl \
YnnotHeHue HUTPUNbHBIN Kay4dykK 5 I
Pasmep nop B hunbTpyowem 5pum |
aseMeHTe ‘
Kopnyc Die-cast zinc A

Mpy>XXUHHasA KpbllLKa
Drain valve

N3MmepeHme pacxoma Bo3ayxa

Undopmaumus o npopykre

POM-brass
Semi-automatic

At P1 = 8 bar, P2 = 6 bar and
pressure drop Ap = 1 bar

Pe3bba G1/8 DN 5
Aunana3oH peryavpoBaHus 0.5 - 10 bar A 40 mm
Pacxom nom. 950 I/min B 162,0 mm
C 63 mm D 99 mm
DN 5 Tunopa3mep 0

DN = HOMUWUHasbHbIA AanameTp, HOMWHabHbIV BHyTpeHHMI;I AanameTp

YKa3aHua

Mpoyve faHHble TOJIbKO MO 3anpocy.

OnucaHue

Reversible diaphragm pressure regulators, independent of inlet pressure, with secondary ventilation, in combination with a centrifugal separator.

The pressure setting can be locked by pressing in the handwheel.

YKa3aHue no 3akKasy

Lockable filter pressure regulators available on request. If several devices in the »multifix-mini« Series are assembled together, the maximum

working pressure is 12 bar.

HecMoTps Ha TWaTeNbHYI0 NPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNGKN, MO3TOMY 1
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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