K-07 2501 10

Service units, 3-piece with polycarbonate bowl

XapaKTepucTUKu

BxopHoe paBneHue

TeMnepaTtypa oKpyXXatowien

cpeabl
TemnepaTtypa cpeabl
YnnortHeHue

Pasmep nop B hunbTpylowiem

3J1IeMeHTe

KanenbHas Hacapgka

Kopnyc

Mpy>XMHHasA KpbIiLLKa
Drain valve

N3MepeHMe pacxoma Bo3ayxa

JonosHuTenbHasn

uHcpopmauuns

UHdopmMmaumusa o npopykre
Pe3bba

Ouana3oH peryavpoBaHus
Pacxopn nom.

c

DN

Max. 16 bar (polycarbonate bowl),
Max. 20 bar (metal bowl)

Max. 60 °C

Max. 60 °C
HUTPUABHBIN Kay4yK

5 um (BG 1/ BG 2), 40 um (BG 3)

PA (polycarbonate bowl), Zinc-
glass-NBR (metal bowl)

Die-cast zinc, Aluminium for G 1
variant

POM-brass

Semi-automatic

At P1 = 8 bar, P2 = 6 bar and
pressure drop Ap = 1 bar

1500 I/min: P1: 10 bar, P2: 7 bar,
Ap = 0,1 bar.

G 1/4 DN

0.5 - 10 bar A

1100 I/min B

67 mm D

6 Tunopa3mep

DN = HOMUHa/IbHbIVi ANAMETP, HOMUHA/IbHbIV BHY TPEHHWV AnameTp

YKa3zaHus

[Mpo4ne paHHbIE TONLKO MO 3anpocy.

OnucaHue

HANSAFFLEX

O6HoBneHo: 04.11.24

6

137.8 mm
192,1 mm
125.1 mm

1

Three-piece service units consisting of a reversible diaphragm pressure regulator, independent of inlet pressure, with self-relieving design,

centrifugal separator and proportional lubricator.

YKa3aHue no 3akKasy

3-piece service units are also available in other control ranges (0.1 - 3 bar, 0.2 - 6 bar and 0.5 - 16 bar) and in lockable version. Please ask for more

information.

JononHuTtenbHaa nHpopMauusa
1500 I/min: P1: 10 bar, P2: 7 bar, Ap < 0.1 bar.

HecMoTps Ha TWaTeNbHYI0 NPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNGKN, MO3TOMY
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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