K- 07 25 03 16

Pressure regulators, thread (input) - pipe (output)

XapaKTepucTUKu
Pabouyee paBneHue

Pacxop 6,3 6ap

Ob6nacTtb TeMnepartyp
Kopnyc

BHyTpeHHue petanu

YnnortHeHme

MoHTaXx

JononHutenbHas

uHcpopmMauus

2 -10 bar

400 NI/min (@ 6 and G 1/8), 600

NI/min (& 8 and G 1/4)
-20 °C to +60 °C
Technopolymer

nickel-plated brass, brass,

technopolymer, stainless steel

HUTPUABHBIN Kay4ykK

Wall mounting (housing with drilled

holes)

Bracket mounting (mounting

bracket available)

Panel mounting (with bracket or

lock nut)

Symbol auf dem Gehause

UHdbopmaums o npoaykre

Pe3bba

ANA WwnaHra 9

[lnanasoH perynampoBaHus

YKa3zaHusa

G 3/8 B
8 mm |
1-8bar A

Mpoyne faHHble TOJIbKO MO 3anpocy.

OnucaHue

58 mm

18.7 mm

72.2 mm

HANSAFFLEX

O6HoBneHo: 04.10.24

A carefully selected assortment of products for installation in pneumatic circuits. These small, highly efficient components allow all pneumatic

functions to be implemented anywhere in the circuit. The series has an ultramodular design.

All components can be installed In parallel, In series, In a mixed parallel / serial configuration. Available as Pipe / pipe connection with two plug

connectors Thread / pipe connection, with one plug connector and one nickel-plated brass thread.

JononHuTenbHasa uHpopmauua

Symbol on the housing

HecmoTpsa Ha TwaTeslbHY0 NPOBEPKY, Mbl HE MOXET UCKIIYUTL OWNOKK, NO3TOMY
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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