K- 07 25 14 79 HANSAFFLEX

Service units, 2-piece with polycarbonate bowl, bowl O6HosneHo: 04.10.24
guard and pressure gauge

XapaKTepucTUKu
BxonHoe paBneHue 1.5 - 16 bar A
BeixogHoe paBneHue 0.5 - 8 bar [:l:'l
Ob6nactb TeMnepaTtyp -10 °C to +50 °C | qu]l c
Pabouue cpepbl CxaTbIll BO3AYX ‘ _L .
TOHKOCTb (punbTpaLUMU 5 um I B .
DOUNLTPYIOLWUA d1€eMEHT Cellpor (PE) ‘
Kopnyc Material: Grivory® (PA 66) I
Memb6paHa NBR B
CoepuHuTeNbHasA pe3bba Material: Die-cast zinc
KanenbHas Hacapgka PA
EMKOCTb Polycarbonate (with bayonet lock)
3awmuTHaA ceTKa Polyamide
Pacxop, co6cTBEHHOro Max. 1.5 I/min (depending on
BO3ayxa secondary pressure)
U3mepeHue pacxopa At P1 = 10 bar, P2 = 6.3 bar and
BO3pyxa pressure drop Ap = 1 bar
UHdopmMmaumusa o npoaykre
Pe3bba G 3/8 A 126 mm
Pacxopg nom. 3500 I/min B 257,0 mm
(o] 110 mm OTBOA KOHAEeHcaTa Semi
YKasaHusa
Mpoyne faHHble TOJIbKO MO 3anpocy.
Onucanme
Two or three-piece service units with excellent flow rates in modern design.
Lockable diaphragm pressure regulator with secondary ventilation, oil can be filled without interrupting operation.
YKa3aHue no 3akKasy
The price does not include a key lock. Please order separately.
HecmoTps Ha TWaTeNbHYI0 MPOBEPKY, Mbl HE MOXXET UCKIOYNTb OWNOKN, MO3TOMY 1

Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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