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SAFETY service unit sets, comprising a ball valve with O6HoBneHo: 04.09.24
silencer, start-up valve and pressure regulator

XapaKTepucTUKu

BxonHoe paBneHue 2.5-16 bar

BeixogHoe paBneHue 0.5 - 8 bar A

Ob6nactb TeMnepaTtyp -10 °C to +50 °C . i
Pabouue cpepbl CXKaTbIn BO3AYX C ‘:@: & ,_|_|_|_| :
YnnorHeHue HUTPUABbHLIN Kay4yyK | ‘

Mem6pana NBR T T %ﬂ
DOUNbTPYIOLWUNA dIEMEHT Cellpor (PE) 5 um ! /"\ /T\ T
CoepuHuTesnbHasa pe3bba Material: Die-cast zinc

EMKOCTb Polycarbonate (with bayonet lock)

and bowl guard
Kopnyc Material: Grivory® (PA 66)

Pacxop cobcTBeHHOro Bosgayxa Max. 1.5 I/min (depending on

secondary pressure)

U3mepeHue pacxopa Bo3pyxa At P1 =10 bar, P2 = 6.3 bar and

pressure drop Ap = 1 bar

CoegMHeHWe BEeHTUNALUUN Silencer

LllapoBo# KpaH

UHcdopmMmaumusa o npopykre

Pe3bba G 3/8 C 110 mm
Ouana3oH peryavpoBaHus 2.5 - 8 bar A 189 mm
Pacxon nom. 4300 I/min B 149,5 mm
YKa3aHuna

lMpo4ne faHHbIE TONBLKO MO 3anpocy.

OnucaHue
These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator

or service unit, meet even the strictest requirements for operating reliability and accident prevention!

YKa3aHue no 3akKasy
The price does not include a key lock and padlock. Please order separately. For accessories and spare parts, refer to individual components: ball

valve, start-up valve, pressure regulator, filter regulator, 2-piece service unit

HecMoTps Ha TWaTeNbHYI0 NPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNGKN, MO3TOMY 1
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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