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Butterfly valves, with double-acting actuator, min.

pilot pressure 5 bar

XapaKTepucTUKu

Mopenb Pneumatic actuators, in double- or single
acting version

Ynpasnsiowee 5.5 bar

naBneHue

Pabouue cpenbl Water / steam, salt water, salt water, ester,
ketone, alkali, caustic soda, sodium

Apantep pns

hydroxide. Not recommended for

hydrocarbons

Supplied as standard, operated by a 3/2- or

KnanaHa 5/2-way valve
Pabouas -15 °Cto +120 °C
TemnepaTtypa

Pabouee paBneHune Max. 16 bar
Yron nosopoTa 90 °

Kopnyc Grey cast iron GG25 epoxy resin coated, RAL
5015

YnnotrHeHue NBR

npueBoga

Mpusop aluminium eloxed

YnnoTrHeHue EPDM

CanbHuKoBOE EPDM

ynjaoTHeHue

Ban SS416

Hactpo#ka Optional mittels 3/2- oder 5/2-Wegeventil

oder Stellungsregler mit NAMUR-Anschlul

NHdopmauusa o npoaykre

Laib6a Stainless Steel CF8M/1.4404 B 38 mm
DN 40 H2 108 mm
H3 212 mm H1 68 mm
B 38 mm L 94 mm
DN = HOMUWHa/bHbIVi ANaMeTp, HOMUHa/IbHbIV BHY TPEHHUA ANaMeTp
YKa3aHuna
Mpoyne faaHHbIe TOJIbKO MO 3arnpocy.
HecMoTps Ha TwaTenbHY0 NMPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNOKK, MO3TOMY 1

Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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