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Safety valves DN 8

XapaKTepucTUKu

YnnoTtHenune FKM
Pabouyas TemnepaTtypa -25 °Cto +180 °C :§
Pabouyee paBneHue 0,2 - 50 bar '§
Pe3bba Hapy>xHasn G 3/8", G 1/2", G 3/4". ° §
Kopnyc Brass

Ha>XxuMHas npy>XuHa Stainless steel

AdononHuTeNnbHanA Wichtiger Hinweis: Diese Ventile sind °
uHdbopmMauus baumustergepruft und dirfen nur fest A

eingestellt ausgeliefert werden.

UndopmMmaumus o npopykre

Pe3bba G 1/2" sw 24 mm
HaBneHue pearuposaHus 4.8 bar A 24 mm
C 63 mm D 14 mm
Yka3zaHusa

G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)

OnucaHue
For compressed air and non-toxic, non-flammable gases, cannot be used for liquids due to free blow-off, not suitable for steam. These valves are

TUV approved and have a TUV type test number.

YKa3aHue no 3akKasy

For full order codes with the desired operating pressure, please visit our online catalogue or on request.

JononHuTenbHasa uHdopmauua

Important information: These valves are type-tested and are only allowed to be delivered with a fixed setting.

HecmoTpsa Ha TwaTeslbHY0 NPOBEPKY, Mbl HE MOXET UCKIIYUTL OWNOKK, NO3TOMY 1
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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