K- 07 30 23 32 HANSAFFLEX

Normally closed, pilot-operated, 24 V DC (direct O6HosneHo: 04.11.24
current)
XapaKTepucTUKu
MoaknioyeHue K ISO 4400. cable socket (Pg 11P) =. A
3/1eKTpoceTHn / :
CTeneHb 3almThbl IP65 (with connector socket fitted) nTn . l
TeMmnepaTtypa cpeabl max. +80 °C with Perbunan-seal; 360°
max. +130 °C with FKM-Seal ;
Pe3bba, onucaHnue G-thread acc. to DIN EN ISO 228-1, l
Rp-thread acc. to ISO 7-1 F-_i-—_-_
IN ouTt
Kopnyc, ceano knanaHa Brass B
BHyTpeHHue peTanu Stainless steel
YnnorHeHme Perbunan (NBR) or FKM
Undopmaumus o npopykre
Pe3bba Rp 3/4 HabuBou4HbI MaTepuan FKM
MuH. pabouyee paBneHue 0.35 bar B 71 mm
NW (ycnoBHbIA npoxon,) 19 A 80 mm
Makc. pabouyee paBneHue 7 bar KoHcTpyKuusa 3

YKaszaHus

Mpoymne faHHble TOJIbKO Mo 3anpocy.

OnucaHue
Standard series, proven over many years, available in three different versions: Directly operated, Combined operation, Pilot-operated. For all

applications with compressed air, neutral gases or low-viscosity, neutral media.

HecMoTps Ha TWaTeNbHYI0 NPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNGKN, MO3TOMY 1
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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