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Pressure switches, electrical connection M 12 x 1 O6HosneHo: 04.10.24

XapaKTepucTUKu

O6sacTb NpUMEeHeHus
Hanps>xeHue nepekniovyeHus
YacTtoTa nepeknioyeHun
Ob6nacTtb TeMnepaTtyp
Auana3oH perysimpoBKu

CTeneHb 3almThbl

PerynmpoBoYHbIA KOJINAa4oK
Kopnyc

Memb6paHa, ynnotHeHue

Undopmaumus o npopykre
CoepunHeHune

YKaszaHus

Mpoymne faHHble TOJIbKO Mo 3anpocy.

OnucaHue

Pneumatic applications

max. 250 VAC/28 V DC

200/min.

-10 °C to +80 °C “

rol e
! ce 08 6902
VOS-1-010.m4.4

-0,85 / +1 bar

IP 65 (DIN 43650), IP 67 (M 12
x 1)

Aluminium, powder-coated

Special die-cast material

Perbunan
G 1/4" B 28 mm
28 mm A 48 mm

For converting pneumatic to electrical signals. Designed for use in rough vacuum applications (technical vacuum). Universal switch type, suitable

as NC, NO or changeover contact. These devices are free from paint-wetting impairment substances (PWIS).

HecMoTps Ha TWaTeNbHYI0 NPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNGKN, MO3TOMY 1

Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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