GVM 100 HKR

BaKyyMHble MaHOMeTPpPbI C NULepuHOBbLIM

HanoJiHeHueMm

XapaKTepucTuku
KpenneHue

Mopenb

dopMa ynsnoTHeHus 1
CoepuHeHue 1
CoepuHeHne

Hopma

Fawenune

OG6nacTb TeMnepaTyp

YKa3zaHus

HANSAFFLEX

O6HoBneHo: 04.10.24

3aXXVMHOE KOoJbLIO

Pipe spring pressure gauge with glycerine
filling

Mnockoe ynnoTHeHMe ¢ uandom

Hapy>xHas pe3bba BSP, umnuHapuyeckas

C3aaun, Co cMeulleHneM OT LeHTpa bar o 0N

HANSAFFLEX

EN 837-1
Bnarofaps rivLepMHOBOMY HaMOJIHEHUIO

cpencTBo Makc. +60 °C
Okpyxatowen cpeabl oT -20 °C no +60
°C

O6nacTb NPUMEHEHUS MPU Harpy3Ke NoKosA: A0 KOHEYHOro 3HavyeHus Wwkanabl.061acTb NPYMeHeHNs NpY nepemMeHHon Harpyske: 1o 0,9 KoHe4YHoro

3Ha4YeHnAa WKanbl.

ApTUKyn

HaumeHoBaHue HoMuHanbHana BenuynHa 9 Anana3oH wKanbl Knacc kavyecTBa
100 1

GVM100-1+0HKR
GVM100-1+3HKR
GVM100-1+5HKR

-1...0
100 -1..43 1
100 -1...4+5 1
HecmoTpsa Ha TwaTeslbHY0 NPOBEPKY, Mbl HE MOXET UCKIIYUTL OWNOKK, NO3TOMY 1

Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN

© hansa-flex.com.ua


https://hansa-flex.com.ua/gvm100-10hkr
https://hansa-flex.com.ua/gvm100-13hkr
https://hansa-flex.com.ua/gvm100-15hkr

