K-DRUCKVERST MANO H SCHALLD W HANSAFFLEX
VBA

Booster Regulator, pressure gauge, elbow high-noise O6HoBneHo: 04.09.24

reenctiqn.silencer, VBA

WcnonHeHue with pressure gauge and with

high performance muffler,

angled
Pabouue cpeabl C>KaTbIn BO34YX
MUH. paboyee paBneHue 0.2 MPa
KonuyecTtBo coeanHeHun 2
nHeBMaTU4YeCKUX MaHOMETpPOB
MaKc. BXOAHOe naBJieHue 0,1to 1,0 MPa
TemnepaTypa okpyXxalowien +2 °C bis +50 °C
cpeanbl
Temnepatypa cpepnbl +2 °C bis +50 °C
DononHutenbHaa uHcdopMmauusa Rc 1/8 Anschluss Manometer
pneumatisch
Onucanme

Booster regulator, series VBA, increases pressure only where the force is inadequate because of a low network pressure (energy saving measure),
no electricity supply necessary, longer service life: doubled compared to conventional model, lower operating noise level: 13 dB (A), improved
operational reliability from inbuilt mesh filter on (IN connection) compressed air inlet, reduced condensation levels: air exhaust channels integrated
directly into the cylinder tube, suitable for: compressed air, size 1/4, with pressure gauge and silencer, elbow, pneumatic connection: G 1/4,
pneumatic connection pressure gauge: G 1/8, pneumatic connections pressure gauge: 2, flow rate 230 I/min, pressure boost 1:2, manually
actuated pressure adjustment mechanism, test pressure: 3 MPa, max. operating pressure: 2 MPa, min. operating pressure: 0.2 MPa, media

temperature: +2 to +50 °C, ambient temperature: +2 to +50 °C

JononHuTenbHasa uHpopmauma

Rc 1/8 port for pneumatic pressure gauge

ApTUKyn
HaumeHoBaHue KonuyecTtBo coegMHEeHnHA Pacxopn Tunopa3mep CoepuHeHune Makc. pabouyee |KoadpdpuuuneHt
nHeBMaTM4YeCKMX MaHOMETPOB |hom. nHeBMaTU4yecKoe nasJsieHne YCUJIEHUA paBJieHus
K-07600004 2 230 1/4 G1/4 3,00 1:2
HecMoTps Ha TwaTenbHY0 NMPOBEPKY, Mbl HE MOXXET UCKJIOYNTb OWNOKK, MO3TOMY 1

Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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