
Характеристики
Уплотнение Нитрильный каучук 

Указания
Прочие данные только по запросу.

Описание
Reversible diaphragm pressure regulators, independent of inlet pressure, with self-relieving design, combined with a centrifugal separator. The 
pressure setting can be locked by pushing the knob down. Approved series in modern industrial design, with the following key benefits: Simple 
handling, Convenient modular assembly thanks to innovative fasteners, Excellent flow values.

Указание по заказу
Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more 
information.

Дополнительная информация
Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more 
information.

Артикул
Наименование Резьба Расход nom. A C B
K-07252301 G 1/4 2000 48,0 68,0 203,0 mm
K-07252300 G 3/8 3000 48,0 68,0 203,0 mm
K-07252299 G 1/2 5500 70,0 98,0 273,0 mm
K-07252298 G 3/4 6500 70,0 98,0 273,0 mm
K-07252297 G 1 6500 124,0 98,0 273,0 mm

K-FI REGL PC-BEHAELTER S MAN 
VARIOB
Filter regulators with polycarbonate bowl, bowl guard 
and pressure gauge
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