K-NEBELOELER MINI HANSAFFLEX

Mini oil-mist lubricator Obrosnero: 04.09.24
XapaKTepucTuku

Pabouee paBneHue min. 2 bar; max. 6 bar

TemnepaTtypa max. 50 °C B
OKpYy>KaloLw,el cpeabl ’/ |
TeMmnepaTtypa cpeabl max. 50 °C Y o o e— ra'ral
MacnsaHbih 6ak Polycarbonate (ul A _F—_—_I\T_—'_
Mapka macna CL 32 acc. to DIN 51517 - ISO VG 32 ‘\' JW—J- Ii%
JononHutenbHas Einbaulage Durchflussrichtung |
uHdopmMauus Olansaugung an tiefster

Stelle/beliebig

YKa3zaHusa

Mpoyne faHHbIe TOJIbKO Mo 3anpocy.

OnucaHue
For mounting on pneumatic impact tools (nail drivers, tackers, screwdrivers) which work intermittently. Also suitable for tools with continuous
compressed air demand (grinding and polishing machines). Fixed drip rate: Approx. 0.4 cm3 per 100 work cycles, one filling = 3000 work cycles.

Oil consumption in continuous operation (at 6 bar): 0.15 cm3 / Nm3 (varies depending on ambient temperature and oil used).

JononHuTenbHasa uHpopMauua

Mounting position/flow direction Oil intake at the lowest point/any

ApTUKyn

e S O S I
K-07250911 G1/4 33,0 60,0 mm

K-07250912 G 3/8 8 33,0 60,0 mm

DN = HOMUWUHa/bHbIV AanameTp, HOMWHabHbIV BHyTpeHHMI;I AanameTp

HecmoTpsa Ha TwaTeslbHY0 NPOBEPKY, Mbl HE MOXET UCKIIYUTL OWNOKK, NO3TOMY 1
Mbl He 6epeM Ha cebsi 0TBETCTBEHHOCTb 3a COAEPXKALLYIOCS UHopMaLN
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